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Thank you for purchasing a manifold riser for your Genesis Coupe 3.8 V6. The riser adds mid-range 

horsepower and torque and also improves the peak power curve. For best results, you will want the 

manifold ported and polished and matched for the riser. If you’ve already purchased a ported manifold, 

or you’re looking for purchase a ported set, contact us for details on a discount.  

Notes 
After installation, you will need to replace your throttle body coolant hoses with longer hoses, or do the 

coolant bypass mod. You can get extra hose from your local auto parts store. 5/16” heater hose.  

BK2 – You will no longer be able to use your engine cover, it will hit the hood. 

BK1 – You can still use the engine cover, but it will not bolt up. The bracket that mounts to the front of 

the throttle body will no longer reach. 

Depending on your hood, may not fit with phenolic spacer, so you will need to remove it.  

You will need an extra manifold gasket! You can get one from us, or from your local Hyundai dealer.  

BK1 part #: 29215 3C701 

BK2 part #: 29215 3C710 

WARNING 
If you have an aftermarket hood, it is your responsibility to ensure that the riser does not interfere with 

the hood closing. Close the hood gently after install and make sure it doesn’t hit the manifold.  

Damage may occur if you force the hood closed when there is interference.  

Installation 
Installation is easy and only requires simple hand tools.  

DO NOT OVER TIGHTEN THE BOLTS!!  

These are aluminum parts and you will strip them! 20-25ft lbs is enough! 

1. Remove intake tubing (and stock air box if you have it).  

2. Remove the coolant hoses going to the throttle body. 

3. BK1 – Remove the 14mm bolt holding the upper manifold and throttle body in place. This 

bracket will no longer reach, so you can remove it.  

4. Remove all vacuum lines from the intake manifold. 

5. Unplug or remove all of the sensors going to the manifold. 

6. Unplug the throttle body plug. 

7. Remove the throttle body (optional). 
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8. Remove the 2 10mm bolts holding the wire harness to the manifold.  

BK1 you will need to remove the bolt holding the engine cover on.  

BK2 you will need to remove the 3rd bolt holding the harness to the engine. 

9. Using a 10mm socket, remove the two long upper manifold bolts. 

10. Using a 12mm socket, remove the 6 nuts and bolts holding the upper manifold to the lower 

manifold. 

11. Remove upper manifold and place aside in a safe place. 

12. Remove the plenum gasket from the lower manifold (also remove your phenolic spacer). 

13. You will need to remove the two studs from the lower manifold. Be sure to plug up the intake 

runners to prevent anything from falling in your engine while you work. Use the “2 nut” method 

to remove the studs. If you’re not sure how to do this, please refer to the website. Remove the 

plugs from the intake runners when done.  

14. Place a gasket on the lower manifold, followed by the riser, followed by another gasket on top 

of the riser. Align then gaskets and riser so that they line up to the bolt holes. It helps if you use 

two of the bolts to get them lined up.  

15. Place the upper manifold in place, and install using the provided bolts. Go slowly and ensure all 

bolts on threaded before tightening.  

NOTE: Because the bolts are longer than stock, they will break through the bottom of the lower 

manifold, this is OK! It may be easy or it may require a little effort, this is normal! 

16. Reinstall your sensors and hoses.  

Reinstall wire harness. Note that you will only be able to use the two bolts to hold it to the 

manifold, the 3rd bolt will not be used any longer.  

17. If you’re doing the coolant bypass, do this now. Otherwise, install your longer hoses. 

18. Reinstall throttle body and plug the harness back in. 

19. Reinstall intake. You may need to adjust it as it will not go back on the way it came off. 

20. Ensure you’ve reinstalled everything correctly.  

21. Start the car and let it idle. It may be rough for a second or two, then smooth out. This is normal. 

If it starts rough and stays running rough, then you did not correctly install the riser, or you 

forgot a step when reinstalling everything. Double check all hoses, sensors and plugs. 

22. Gently lower the hood and check for clearance issues.  

The car should run as smooth as it did before the install and there should be no check engine lights. If 

there are, pull the codes and determine what the problem is. If you have any questions, please contact 

us once you’ve done these things.  

Warranty 
If the product is defective in anyway, or there are problems with installation, we offer a full refund.  

We do not offer performance refunds, should you not be satisfied with the results as we cannot 

guarantee exact numbers since numbers will depend on your specific engine and setup.  


