
Adjustable Defoulers 
 

These adjustable defoulers can help prevent the cat efficiency codes P0420 and/or P0430 CELs. The 

defoulers can help pass the smog readiness checks, but may fail a visual inspection.  

WARNING: Use at your own risk! Not guaranteed to help you pass smog 

Installation 
1. Raise the car on jack stands or ramps 

2. Locate your secondary o2 sensor(s) - usually on the downpipe(s). DO NOT USE ON THE PRIMARY 

O2s! 

3. Remove any shielding that may be preventing access to the secondary o2 sensor(s) 

4. Unplug the sensor(s) from the wire harness 

5. Using an o2 removal tool, remove your secondary o2 sensor(s). If you do not have an o2 

removal tool, you can use an appropriately sized wrench.  

Tip: The sensors may be difficult to remove, be very careful as to not damage them. If they are 

stuck, try running the car and letting everything get hot and then try removal again.  

6. Remove the large nut and washer from the defouler 

7. Put the nut back on the defouler and screw it down all the way, but do not tighten it 

8. Apply a small amount of anti-seize to the defouler to help make it easier to remove next time. 

9. Put the washer on the defouler 

10. Screw the defouler into your down pipe where the o2 sensor was. Screw it in as far as it will go, 

then back it out just enough to get it positioned where you want it. For example, if you want it 

facing upwards. You want to position it to make it easy to install the o2 sensor and also in a 

position where there is enough space for the sensor to go without stretching the wires.  

11. When it’s positioned where you want it, tighten the large nut against the downpipe to lock the 

defouler in place and keep it from moving. 

12. Install the o2 sensor into the other end of the defouler. Use a very small amount of anti-seize on 

the threads to help it come loose next time it needs to be removed.  

13. Plug the sensor back into the wire harness 

14. Clear any check engine lights 

Adjustments 
The defoulers come with the medium fitting pre-installed installed as this is the one most people have 

best luck with. But, it may not work for your particular setup. If you continue to get check engine lights, 

you will need to adjust the defoulers by inserting a different fitting. If none of the fittings work, try 

leaving the fitting out. You can also adjust the depth that the defouler is inserted, using the large nut to 

secure it in place.  

15. Using a pair of snap pliers, remove the c-clip that holds the fitting in place.  

16. Insert desired fitting 

17. Reinstall the snap ring and make sure it’s securely seated 


