
Genesis Coupe Differential Bolt Upgrade Kit 
 

This kit provides 4 70mm 12.9 class bolts to replace the factory 10.9 class bolts that hold the differential 

in place. These bolts are 15% stronger and have a longer shoulder for additional strength. This kit is a 

must if you run the 4th diff mount, and is a common upgrade in high power applications.  

What you’ll need 
1. Jack and Jack stands 

2. Anti-seize 

3. H10 (10mm) hex bit 

4. Torque wrench capable of at least 95 ft/lbs 

Installation 
1. Put the car on a lift, or on jack stands and ensure that it’s secure.  

2. Put a jack under the bottom of the diff and lift it just slightly so that it’s supported when you 

remove the bolts. You don’t want the diff tilting and you want the bolt holes lined up to prevent 

stripping the threads. 

3. Start by removing the rear bolt(s). From the factory, there is only one diff mount and one diff 

bolt. If you’ve done the 4th diff mount upgrade, you’ll have two bolts to remove.  

4. Use a 19mm socket and remove the factory bolt. When the bolt is out, be sure to remove any 

washers left behind. There should be a lock washer and a flat washer. 

5. Using a flash light, look into the bolt hole and ensure that it’s lined and centered. If not, use the 

jack to raise or lower the diff until the bolt holes line up. 

6. Apply anti-seize to the new bolt including the shoulder. 

7. Install the new bolt. Each bolt should have a flat washer and a lock washer. 

8. Torque the rear bolts to 95 ft/lbs. 

9. Move the jack toward the front of the diff and slightly jack it up so that it’s supported when you 

remove the bolts. 

10. Remove the passenger side front diff mount bolt using a 19mm socket. 

11. Apply anti-seize to the bolt including the shoulder. 

12. Install the new bolt. Each bolt should have a flat washer and a lock washer. 

13. Torque the bolt to 80 ft/lbs. 

14. Repeat for driver side. 

15. Take the car for a test drive. Drive it easy for a few miles in case something went wrong. After 50 

miles, re-check the torque on all of the bolts, repeat after 300 miles of driving.  

Tips 
1. Make sure the car is high enough that you have room for your torque wrench. 

2. If the sway bar is in the way, you can use another jack with a block of wood to jack it up slightly 

to make room for your sockets. 


