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Installation 
Installation is super easy. You’ll need a 10mm socket.  

1. Remove the 10mm bolt on the bottom of the gas pedal. It might have a cover over it, you can use a 

small flat head screw driver to pop it off.  

2. Slide the gas pedal up. It should come off pretty easy.  

3. Unplug the OEM wire harness from the gas pedal. 

4. Plug one side of the throttle controller into the gas pedal. 

5. Plug the other side of the throttle controller into the OEM wire harness.  

6. Reinstall the gas pedal by sliding it on the rail and reinstalling the 10mm bolt.  

7. Plug in the throttle controller’s control pad. 

8. Start the car and make sure the controller turns on, and the car revs like normal.  

Settings 
By default the controller will start in NO mode which means it’s acting as if it was not installed, or just 

OEM settings.  

Use the Mode button to change the mode and use the Up and Down arrows to control the sensitivity of 

that mode. The higher the number the more aggressive it is, the lower the number, the less aggressive it 

is.  

Modes 

Eco – Also known as valet mode. This makes the throttle very dull. This is a great mode when you’re 

letting someone else drive your car, like a valet or dyno operator who is loading it on the dyno. It’s also 

useful if you’re driving your car up on to ramps to do work.  

NO – Off 

HA - Sensitive 

HH – More sensitive  

FA - Aggressive 

FH – Most aggressive 

Personally I’d recommend a setting of HH5 or HH7 for manual transmissions and automatics, but some 

automatics might enjoy the FA setting better. It’s all about personal taste.  

Please note that this doesn’t change power levels, only changes the way the throttle pedal and the 

throttle body work in relation to each other.  
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