
Coolerworx Shifter 
 

The Coolworx shifter is a high quality, true short throw shifter. This shifter is chassis mounted, unlike the other shifters 

on the market which means it’s solid for better gear engagements and doesn’t suffer from the infamous shifter rattle. 

Tips:  

- The shifter can be installed without removing the driveshaft.  

- Having someone to help makes it much easier. 

- You will be removing everything from the old shifter! 

- Nothing needs to be removed or adjusted on the coolerworx shifter itself! 

- Look at all of the photos before installing 

Installation 
1. Remove shift knob, shift boot and shifter trim 

2. Unbolt the shifter plate from the trans tunnel (4 nuts) 

3. Jack up the car 

4. You may need to remove your down pipes 

5. Unscrew the 4 screws on the heat shield and slide it back toward the rear of the car. This will allow more space 

to work.  

6. Optional: Removing the driveshaft will make the actual shifter install easier but it can 100% be done without 

removing the driveshaft which is a lot of work in itself. 

7. Unbolt the ring from the base of the shifter mount (2 10mm bolts) 

8. Unbolt the shifter from the shift linkage 

9. Drop the shifter down (or push it up and out) 

10. Pull the shifter plate down and slide it back to unhook the rear bushing from the shifter mount, then remove the 

plate from the car 

11. Remove the 2 pins holding the shifter mount to the transmission, then remove the shifter mount 

12. Remove the rubber boot from the shifter linkage 

13. Install the coolerworx base plate from the bottom up, have someone install the front two nuts to help keep it in 

place while you do other work. There are two pieces to the base plate, the flat plate with the holes and the thin 

plate with the bolt studs attached.  



14. Back in the car, remove the metal bracket from the center console 

 
15. Install the K bracket onto the shifter using the 4 provided bolts  

16. Install the provided rubber boot over the over the bottom of the shifter 

17. Mount the Shifter on the base plate and install all 4 nuts, but do not tighten fully. You’ll notice the shifter can 

slide forwards and backwards, this is just for you to find the best position, it does not affect shift operation. Be 



sure you tuck the rubber boot down into the hole. 

 



18. Back under the car, connect the shifter to the shift linkage. No additional spacers or washers are needed like 

other shifter types. Make sure the rubber boot is seated correctly. 

 
19. Slide the heat shield back over and screw it back in 

20. Back on top, tighten all 6 nuts and ensure you can get into each gear without any issues 

21. Thread nuts onto the two adjuster bolts (small allen head bolts) 

22. Install the longest adjuster bolt on the passenger side 

23. Install the shortest adjuster bolt on the driver side 

 
24. Put the shifter into 1st gear and screw in the passenger side adjuster bolt until it hits the lockout bar, then 

tighten the nut so the screw doesn’t move 



25. Put the shifter into 5th gear and screw in the driver side adjuster bolt until it hits the lockout bar, then tighten 

the nut so the screw doesn’t move 

26. Reinstall the shifter trim 

27. Turn the shifter boot inside out and remove the plastic ring 

28. Unscrew the shift knob using an allen wrench (be careful, there is a lock washer inside the knob, it will fall out) 

29. Slide the shift boot over the shifter and down past the lock out level 

30. Reinstall shifter boot into the console 

31. Reinstall the shift knob 

32. Bang those gears!!   
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