
3.8 Grounding Kit 
 

The performance grounding kit is intended to provide sufficient grounding for the ECU, injectors, coil 

packs and sensors. It is not intended to be used for audio setups.  

Installation 
 

1. Place the grounding block on the passenger side fender. You can secure it using double sided 

tape, or the provided self-tapping screws. It’s recommended that you do not secure the block to 

the car just yet.  

 
2. The wires are intended to run along the firewall, so stretch the wire loom out so you can see 

where they lay.  

3. Each ground wire has an intended spot for it to go. Each spot already has a 10mm bolt attaching 

the OEM ground wire to the body. Make sure to place the new grounding wire on top of the 

existing eyelets.  



a. Driver side fender by the ecu. 

 
b. Front of the engine block by the noise reducer. Run the ground wire underneath the 

intake manifold. You can use either of the bolts in this location. 

 
c. Back of the intake manifold. You can use the two studs (green circle) or you can bolt for 

the EVAP solenoid (red circle). Alternatively, you can find a spot on the back of the block 

if neither of these locations work. 

 



d. Starter ground underneath the intake. Alternative: Attach it to the passenger fender 

well. 

 
4. With each of the ground wires attached, strip the opposite ends of the wires and insert them 

into the grounding block. Make sure you have exposed enough of the wire, but not too much. 

It’s best if you expose ½” of wire, twist it and then fold it over so that it has a solid connection in 

the grounding block.  

5. The kit should have come with the supply wire already installed on the grounding block, so all 

that’s left is to attach the supply wire to the battery.  

6. Zip tie the wires so they’re secure and not loose.  

 


